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QKS8 Safety Interlocking Switch
3

TUV Rheinland

QKS8

Description 3k

The QKS8 safety door switches have a disconnect-type of control key. This kind of
safety switch has the following functions:

. When the safety is door open, equipment will not have any dangerous movement.

. If the safety door is open during operation, the equipment will stop all dangerous
movement.

. When the safety door is closed, equipment movement will not be directly activated.
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Standard
i

TUV (EN60947)

Rated Voltage N
HE B 250V

400V~

Rated Current
12A,14A (AC-15
B (AC-19)

8A (AC-15)

Protection

ViR F 4%

IP54

Poles
W

Double Pole 31

Terminals
5 F

Screw 12£7

Number of Operating Cycles
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5E4

115



ZE2 BRI X

QKS8 Safety Interlocking Switch (]

[
(3 -
Ordering Options T £ 3% I
Appearance Function Function Status Drawing Key Cable Gland
Sh2 E IhAE NEREREE FARL LA Bt
K1
|::[E ::c% _ W16
23 — 24 > .
i P —— e M20
F1 f T
B3 sllul Qa2
13 4 14 13924
2NO K2
Insert &N Pullout #tH
QKs8 /J ‘
21 22 g E K3
H E
F2 11 12
— 21.f.22 @ 20522
ING . 12 14512
Insert &N Pullout $kH
23 —n E E
31 12
ﬁ\h 234524 @ 237Q7 24
NO+NC n. 2 114,12
Insert &N Pullout $kH

Reference Dimension £ # R <}

| —|
#7 = 1
© -
o ® - o 2-4.2
27 3
— o~
L[ L
22
30 30

Phone: +86 (577) 62388666 - Email: kedugkedu.cn  [Re iRl 110



